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WHlhout present adaptation, telephona aervlces asaigned to base 
line 2 are confined only to PSTN resources 



With ad^ytatton, PSTN can provide (authorizBd) uaer of lone 2 vMt 
extended telephone aervioea, at computer connected to external 
network <e,g, local (xmiputer 5 or remote connpiiter 18, Fig. 1) 
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if aiitittfized. recpiesl 
forwarded to VP 
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Switching 
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40 (server) 
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(Unktoexiemai 
networks such 



VP finlcs <o PSTN office eecvtag 
base iine, and ledkeete caR 
wMng Indk^atnns to exienial 
netwoffc (in eigna! form suited to 
that ne6mrk} tor preMntation to 
requester In audttrte or visible 
fomru Redirection can be either 
unomditjon^ or GondiSonat on 
request paiametefs set by user 
(e.g. ring base line tMce before 
rediredino, ^) 



53 



ffle://F:\DrawingPhone 



4/10/2000 









i 










lb 










•v5 



r C^f ''QJ ^ 

^ vA ^ NfV 



■X. 



^ ^ 



- 7 1^ 

'v5" i ^ ^ 

<u 8 ^ ^ 



\ 





4 






tit 

















4 



4^ 



I 



1 



( 

■=1 

I 



{-tr 




[Op 




